
                PRICE LIST 

as of 2022 
 

 

 

These prices exclude freight ex Auckland; however we do have trucks 
moving through the North Island on a regular basis, and will endeavor to 
help when we can. 

For larger applications like campsites lodges community living etc. 
please contact us directly 

 

Worm Smart Mini Pumped/Passive 
Suitable for primary quality wastewater, extremely nutrient rich, ideally 
suited for a maximum of three people, a simple alternative for living off 
grid and very easy to relocate. 

 

$4650 plus 
GST 

200 L tank with submersible pump if required light weight and 
transportable 

 
$850 plus GST 

Worm Smart Mini plus  
Suited for a max of four people, the system produces advanced secondary 
quality wastewater and is perfect for above and below ground 
installation. The irrigation most commonly used is a dripper line.  Known 
in the industry as pressure compensating drip line this is a two-tank 
system and can be configured completely passive or by adding a pump 
tank if required. 
This system has a 200 L filter sludge tank for collection and removal of 
Worm castings and soft solids. 

 
 

$8800 plus 
GST 

 
A 1200 L dosing tank configured with an internal flout. Acts as a siphon 
gravity pump completely power free suitable on all systems and can 
dose to pressure compensated drip line 

 
$1850 plus 

GST 

 
200 litre filter sludge tank suitable to use on any system ideal for greywater 
this tank will improve the wastewater quality going to the environment 

 

$1600 plus 
GST 

Worm Smart Pumped/Passive 
3000 L poly propylene tank approximately 1.8 in diameter by 1.9 tall 
suitable for up to 12 people produces primary nutrient rich quality and can 
be fitted with a submersible pump Installed within the single tank or 
without depending on your application. Not suitable for pressure 
compensated dripper line 

 
$7400 plus 

GST 

Worm Smart Plus Pumped/Passive 
The system is also suitable for 12 people and produces advance secondary 
and tertiary quality wastewater.  
It comprises of two 3000 L poly propylene tanks and 2 x 200 L sludge filter 
tank to remove worm castings and soft solids. 
This system works completely power free if you have a minimum of 10 m 
fall. Alternatively submersible pumps can be installed within the tanks and 
be run by solar energy 

 
Cost 

$16,875 
plus GST 


